
LIGHT ELECTRONICS CO., LTD.

Part No. SL-T4233URC020-L415 Page 1 of 8
LG-QR-R009-01陑䘧ᒅᒅ昵䦗瑗䔵ȯЀ�㡰睅瑓倀





javascript:;
javascript:;
javascript:;




LIGHT ELECTRONICS CO., LTD.

Part No. SL-T4233URC020-L415 Page 5 of 8
LG-QR-R009-01

����

LLL2L2L2LL2L2L2L2L L24 LԀ2R2
88

-
8

-
8

-
88

L 2L R224LLL
�}�Œ

�Á���Œ

��

�µ�Œ

�Œ

���v

�š

���Œ

��

�š

�]�v�P

�µ�Œ

�À

��





LIGHT ELECTRONICS CO., LTD.

Part No. SL-T4233URC020-L415 Page 7 of 8
LG-QR-R009-01

7
��

�R

�R

�R �R

���������R

�R

�R

�R

�R

�R �R

�R

�R

�����R �R

�������R

�R

�������R

�R

�R

�R

�������R

�R

�R �R �R �R �R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�R

�������R

�������R

�������R

�������R

�������R

�������R

�������R

�R

�R

�R

�������R

�R

�R

�R

��������

�

��H

�� �Tv

�Ew

��

����—P2€•A

��hT��

��‘�

�4y•�

�•A

�%7��hR•

��†…(

�4W

�4W

�4W

Aluminum  moisture-proof  bagDesiccant
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